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INSTALLATION PROCEDURE

INCLUDED PARTS
1. Body

Installation and Owner s Manual

6. Plate
2. Valve
3. Cartridge
4. Cartridge

Check the position of the faucet to be in the available position.
Pipe must rising from the walls
not more than 5 mm.

5. Handle

Pipe threaded (G½)

BEFORE INSTALLATION






Observe all local plumbing codes.
Make sure that the water supply is shut off.
Read these instructions carefully to ensure proper installation.
For new lavatory installation, install the lavatory before installing the faucet.
TOTO reserves the right to update the product design without notice.

CARE & CLEANING
Your new faucet is designed for years of trouble-free performance. Keep it looking new by cleaning it
periodically with mild soap, rinsing thoroughly with warm water and drying with a clean, soft cloth. Do not
use abrasive cleaners, steel wool or harsh chemicals, as these will dull the finish. Failure to follow these
instructions may void your warranty.

SPECIFICATION

1) Wipe any dirt away from the installation pipe and threaded
for installation (must be G½), installation space that will fit it.
2) Use tape wrapped around the thread G½.
3) After installation, the pipe must rising from the walls
not more than 5mm.
Wipe any dirt away from
4) Tighten the thread of product into the
the installation pipe
installation hole area.
5) Tighten the faucet until it is snug
and tight. Double-check the faucet
alignment. If it is not align, wrap
Wrap sealing tape
more or less sealing tape again
(clockwise direction) to the joint (G½).
and re-install.
6) Open control valve and check that it should no water leakage around faucet joint.
*IMPORTANT: Before installation, any dirt and debris in the water supply pipes must be washed out.

SHOWER FAUCET

Minimum Pressure
0.05 MPa (flowing pressure).
Normal Pressure
.. 0.1-0.2 MPa (flowing pressure).
Maximum Pressure
...0.75 MPa (non-flowing pressure).
Flow rate 12 L/min at 0.3 MPa (No hand shower).
Water Supply temperature 0-30°C (Normal), Maximum 40°C.
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WARNINGS
For safe operation of the faucet, please observe the following:
 To prevent being scalded due to malfunction, do not use a water supply that is higher than 40˚C.
 Do not disassemble or modify the faucet in any way not described in this manual .
 Do not strike or kick the faucet.
 Check for water leakage or looseness in the pipes regularly.
 If the water supply pressure is higher than 0.75MPa, you should buy a reducing valve to reduce the
pressure to the range of 0.1-0.3MPa. The recommended pressure for normal, comfortable use is about
0.1-0.2MPa.
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